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1. inforration concerning Danube naviga-
ticnal data, ie, ranges, buoys, beacons and hazards ete
(a} Vierna-Bratislava secti £ iver, The water current
was strong 'he average width

of the navizationsl channel was about 100 m.
The only buoys and beacons on
eclion Jere those indicating the chanrel. There were
no hazards or obstacles for navigation on thris section of
the Danube. The navigation upstrean was rather slow due

25X1 tc the streng eurrent
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{b) Hratislava-Komarom section of the river. The river current
was stronger than on the previous section‘
25X1 From Jenu; lecated abeut 20 ke urstre:n ITom Eomaram
T 7L1¥-1807E » for a distance of abeut 10 km upstreun
25X1 éfrom Gonyu) the current wes viry strong; tle average width
25X1 cf the channel was about 30, while the depth was as low as
12 feet. All vessels navigating on this section had to
25X1 take Hungarian (Meszhart) pilots for these 10 kilometers.
Only two empty barges cr cne lca ied one could be towed at
cne time over this stretch. The depth of the river was
measured at frejuent intervals over this streteh with a
wooden stick. (r the rest of the Bratislava-Komarom

Danute stre te channel averaged 60 m in width. | |
’—'&h_tr..uoys ani veacons were uﬁ&

25X1

stretch or channel and island denarcations.
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25X1 (c) Eomarom-Budapest section of the river, 7The water current w-
slower than on the previous two stretches, |
25X1 | Generally t 1dth of the channel was
25X1 bout 80 m.trcn?!i There were three or
four places &b0utl Two Im below Szob) where there were

sand banks in the channel. These spots were indicated by buoys.
The channel was being cleared along this section in different
places. With the exception of the sand banks the navigation
was not hazardous,

(d) Budapest-Mohacs section of the river. The water current, with-
the axcantisn of r: DULLPtlvar section (about three km long),
had about the same speed as the previous etretch. There were
sand banks in the channel, indicated by buoys, in the Adony
[FTO6N-1851E/ and Harta 642N-1901E7 areas. At Dunafoldvar
a maximum of two barges could be towed at one time. The width
of the channel between Budapest and Mohacs varied between
approximately 60 and 80 m. In some places neer Harta and
Dunapataj /H636N-1859E/ the channel war as narrow as 30 m,
Nowhere were special pilots necefzary cver this stretch, The
lowest depth of the channel was about 14 feat in the Hanrta and
Dunapataj areas. There were a few Places on the Budapest-Mokacs
stretch where the channel was obstructed by ehnipwrecks. These
spots were indicated by buoys with yellow lights on (both day
and night) going on and off every 30 seconds, The sand banks

! were indicated in the same manner. In two places between
Budapest and Dunafoldvar the chennel was being enlarged during
April 1951, [ [clearing operations in one place aleng
this stretch,

(e) Mohacs-Gradiste section of the river. Th» current had about
the same speed as on the pravious stretch. Between Gradiste and
Bslgrade there were twe places /Tocations not recalled/ where
5X1 there were sandbanks., Between Uradiste end Smederevo -
2 205TE/ the channel was as narrow as 30-40 m in certain points.
At Novi Sad /HS515N-1950E/ over a few kilometers the navigation
was slower because of the depth of the channmel. [ Jchannel
enlargement woik above Novi Sad. 1In one spot in that area,
over a stratch of about 300 m, stones were being dumped in the
water, probably in order to change the current. No special
pilots were required on the Mohacs-Gradiste atretc?iggrhggnidtﬁ
vf the channa? of this stretch averaged 60 to 80 m.

About five to six m downsiream
8 Taree or fcur places with shipwrecks
indicated by duoys.
X1
25 (£) Gradiste-Dremcova (about six km downstram from Berzaska
4430N-2158E/ secticn of the river >
channel averaged 60 to 80 m widtk.
25X1 The current had about the same spaed as the previous stretoch.
There were no navigational hazards,

(g) Drencova-Orsova 443N-2224E7, A specisl pilot was nedegsary
on this stretch because of navigaticaal

Iron Gates, | .
f‘@he pilots for the Iron Gates
25X1 ‘N Were eight, cll RAumanians. The channel in this sextion
was abcut 60 m wide cn the average. Within the Iron Gatea
sestion which extended absut five km the channel was as narrow
a8 20 m, Only one boat towing one barge cculd navigate at one
25X1
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time through the Irou Gates. The whole Iro @

:hhme r;%gwa: ziaibl:irrm(l Drencova. On the g‘m_g:‘egnagggog: :
r ocomotive (narrow gauge tracks), w '

pulled the boat and barge upstream. 80.01:1;;3 :l:: :3?2;3"’

barge were towed ugggreu by another boat, It took sbout two

to 24 hours for a HP tug and one louledBOtongnn_tfgo

25X1 upstream through the Iron Gates. \
(h) Orsova-Turnul Severin 380-22 sectic
gourrent was not st m 39!7 ’“neogh::;o:ll.‘i:::. The
25X1 benis 7 Shiyaese his section of the.
venlze or SRipwTécan 8 sectlo
Danube. Special pilots were not nseded for mviga%ignogntegn

stretach,

(1) The Danube navigational channel was marked
R und th
bends, by buoys with intermittent lights, !‘h‘::o lish:!r::;:
red (probably on the left side going domoatream) and blue
(probably on the right side going downstream),
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